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Monocrystalline Solar Module-Black
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Dimensions 1640 x 992 x 35 mm t =
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Weight 19.5 kg 4 X
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Frame Aluminium hollow-
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Low-iron and tempered Y

glass 3.2 mm “ ]
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Cell EVA r H I
Embedding
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Junction Box  TUV certified — i
Cable 4 mm? solar cable Y L

2 x 900 mm
Range
Load Capacity 2400 Pa(IEC 61215)35mm e

5400 Pa(lEC 61215)45mm
Application class Class A T 2 <
Electrical protection class Class T s =
Fire safety class Class C g E
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Product 10 years
warranty 2
Power 10 years 90%
Guarantee 25 years B0% e = w 0 s 10 7 36 4
Voltage [V] Voltage [V]
Module characteristics at constant Module characteristics at variable

Max. System 1000V/DC

module temperatures of 25°C and
variable levels of irradiance

module temperatures and constant
module irradiance of 1.000 W/m?

Voltage Power Class 250W 255W 260W 265W 270W
EZ"J%'ZE?J; S N,a;)f:?;\éimge 309V 3115V 3135V 316V 318V
Eil”?ﬁiiiﬁi'{c - 3":3 e 8.1A 8.19A 83A 8.4A 8.5A
Eirzgﬁizz::rg-m -0.57402%/°K EJ\?:? a(il g::#lg Voltage 36.8V 36.8V 37v 379V 374V
CREEE = ﬁ::;r;fg.'r"(‘;'t cenent 8.75A 8.81A 8.92A 9.03A 9.14A

Module Efficiency 15.4 % 15.7 % 16% 16.2% 16.5%

IEC 61215 edition 2 (TUV Nord )
(TUV Rheinland )

IEC 61730 MCS INMETRO

CE CEC SALT-MIST

UL1703 CSA

PID Resisitant

Chubb

*  MPP: Maximum Power Point

** 8TC (Standard Test Conditions): 1000W/m?, 25°C, AM 1.5

*** Normal Operating Cell Temperature
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